KEYSTONE STEEL & WIRE

MATERIAL SAEETY DATA SHEET

SECTION | ~ PRODUCT IDENTIFICATION

Address; 7000 5. Adama, Pearia, [L 6164]

Talephona: (309} 6§97-7558 during normal business howrs
(309) 697-7771 avary avaning .

Product Name: Low Carbon Stes! Products ~ All CGrades

SECTION Il ~HAZARD COMMUNICATION INGREDIENTS

Primacy Matals Cen, Cham, Formula LA Numper S We,
iron Fa 7539-89-6 > 99
Manganese Mn 7838~86-5 <
Geatings

A thin coating of soluble oil or lime (<.5% total weight of product) or zine (<2.4% total
weight of preduct) may be added to the surfzce as a corrosion inhibitar or praventa-

tiva.

SECTION I = PHYSICAL DATA

Hoiling Point (°F) ' N/A Parcant velatila by veluma N/A
Vapor Pressure (MM Hg@20°C]  N/A Evaperative rate (ethyl ether =1)] N/A
Vapar Density (Air = 1) N/A PH infermation N7A
Solubility in Water N/A - Specific gravity (H20=1)  Approx. 8

Appearance and odar: oderiess solid with metallic lusire,

SECTIQN IV -~ FIRE AND EXPLOSION HAZARD DATA

Flash Point (°F] N/A Special fire fighting instractions N/A
LEL/UEL N/A Unusual fire axplesion hazards N/A
Fire & Explosion Hazards N/A Flammability limits (55/vel.] N7A

Product (5 ner~combustibla.,

SECTION vV - REACTIVITY DATA

Stability: Stable.

Hazardows Polymerizatiom: Will net o<eurn

Coemments: Metal fumes and cartain noxious gasas such as CO may be produced during
welding or Burning gperations. Rafer to Sections V! and VIl for more informatisn.
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SECTION VI - HEALTH HAZARD INFQRMATION

Primary Route(s) of Entry: [nhalation, skin contact.

Effacts of Exposura: No taxie affacts weuld be expected from its inert solid form.
Preionged, repaated exposura 19 fumas or dusts ganarated during
heating, cutting, brazing or walding may cause the following
adverse health affects:

Jlohalation
Iron (Fa): Siderasis, ne fibrosis
Macganese (Mn): Pneumonitis. CNS involvamant, including irrita-
‘ bility, difficulty In waiking, speech disordars,
compulsive behavier, maskiiike face and Parkin=
son-iike syndrome,
Zinc (Zn): mhbalation of zine dust or zinc oxide furmes can causa a
flir-like illness called metallic faver,
Seluble Oil: Pulmanary affects.
Lima: May cause irritation.
Skin Contact
‘May causa irritation. Soluble il may cause darmatitis.

Eys.Contact,

May causae irritation.

Ingeszion,

May cause irritation 1o mouth and throat.

Expesyre Limits:

Ingredient CSHA PEL AGGIH TLV
(MqsM3) MaiM3].

Iron {(Fea) 18 {as Fejid3 fume) 5 (a5 Fe204 fume)

Manganese (Mn) 5 1.0 {as furme)

Zine (Zn) 5 (fume) 5

Lime (C30) 5 2

SECTION VIl - EMERGENCY AND FIRET AID PROCEDURES

Inhalation: Mova ta freslh air. Seek medical attention if deemed necessary.

Skin contact: If irritation develops, remove contaminated clothing immadiately and wash
contaminated skin with 5e2p or mild detergent and water for five minuias,
Sack medieal aitention if deamed necessary.
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SECTION VIl ~ EMERGENCY AND FIRST AID PROCEDURES (Cantinued)

Eye Contact:

Ingestion:

Immediately wash eyes with large ameunts of water for five minutes,
accasionally lifting the upper and lower lids. Seek medical attention
if Jgemed necessary.

Saeak meadical attention if deemed necessary.

SEGTIQN VIIl = SPILL, LEAK .6 DISPOSAL PROCEDURES

Aectien to take for spills (use appropriate safety equipment): N/A

Waste disposal method: N/A

SECTION IX =~ SPECIAL HANDLING INFORMATION

Ventilatian:

Vantilation, as described in the Industrial Yentilation Manual produced by

. the American Conference of Covernmental [ndustrial Hygienists, shall be

Raspiratory
Frgteﬂﬂnn:

Protective
Clothings

Eye Protaction:

grovided in areas whers axpasures ace above the parmissible exposure
limits or threshald limit values specified by OSHA ar ather local, state,
and federal regulations.

A praperly fitted, NIOSH-approved, dusi~fume respirater shoyld be worn
during walding ar bumning whenaver weiding fumes exceed the threshold
limit valua (TLV} or other recommended limits, in accordanca with the
OSHA Respiratory Protection Standard (29 CFD 1910.134).

Use appropriata protactive clothing, such as weider's aprons and gloves,
when welding or burning. ‘

Use face shield [8" minimum) and/or gogylaz when welding, burning or
grinding.

SECTION X - SPECIAL PRECAUTIONS/ADDITIONAL INFORMATION

Precautions to ba taken in handling and storage: Nene

DAT Information:

Hazardous material proper shipping namae: N/A
Hazard Class: N/A

identification Numbaer: N/A

EPA Hazardous Waste Nuriber: N/A
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All data are subject to reasonable variation. This infermation is supplied in good faith

by Keystone Stee! & Wire and is applicable to the preduct 3 shipped. Your application

of the product may changa its characteristics,. THE DATA PROVIDED HEREIN ARE
BELIEVED CORRECT OR ARE OBTAINED FROM SOURCES BELIEVED TQ BE GENERAL~-
LY RELIABLE. KEYSTONE STEEL AND WIRE SHALL NOT BE LIABLE FOR ANY LOSS

OR DAMAGE DIRECTLY QR INDIRECTLY ARISING FROM THE USE QF THIS PRODUCT,
AND KEYSTONE STEEL & WIRE ASSUMES NQ QELIGATION OR LIABILITY FOR RELIANCE
ON THE INFORMATION CONTAINED IN THIS DATA SHEET.



